
heat sealers machines
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ATTENZIONE!

NON METTERE

LE MANI ALL’IN
TERNO

SUPERFICI CALDE

ATTENZIONE!

ABBASSARE LA LEVA SOLO CON IL CASSETTO COMPLETAMENTE CHIUSO

IMPUGNARE IL CASSETTO NELLA PARTE INFERIORE COME IN FIGURA
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ATTENZIONE!

NON METTERE

LE MANI ALL’IN
TERNO

SUPERFICI CALDE

ATTENZIONE!!

ABBASSARE LA LEVA SOLO CON IL CASSETTO COMPLETAMENTE CHIUSO Digital control panel with a setting of 
temperature and time sealing. Multi-format 
through selector.
Sealable formats:

STAINLESS STEELBLACK

– 212 x 142 mm;
– 212 x 184 mm;
– 270 x 212 mm.

– 137 x 95 mm;
– 137 x 120 mm;
– 140 x 140 mm;
– 190 x 137 mm;
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– 140 x 140 mm;
– 190 x 137 mm.

– 137 x 95 mm;
– 137 x 120 mm;
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G

Digital control panel with a setting of 
temperature and time sealing. Multi-format 
through selector.
Sealable formats:

P1
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Digital control panel with a setting of 
temperature and time sealing. Multi-format 
through selector.
Sealable formats:

– 190 x 137 mm;
– 212 x 142 mm.

– 137 x 95 mm;
– 137 x 120 mm;
– 140 x 140 mm;

G
HS

STAINLESS STEELBLACK

Format and Film reel used:
CONTENITORI Serie P1 - P2 - PS - G - HS
con BOBINE B1
fascia 150mm - MAX Ø 155mm.

CONTAINERS Series G - LS - MS
with B225 REELS
width 225mm - MAX Ø 155mm.

Total weight: 43 Kg. approx. (without reel)
Power supply: single-phase + earth 
Power voltage: 220 V ± 10%
Power frequency: 50 Hz
OVERALL DIMENSIONS mm:

MINIMUM DIMENSIONS OF WORKTABLE mm:
A: 520  B: 281  C: 547  E: 598  H: 610  L: 907

F: 286  G: 340
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Format and Film reel used:
CONTAINERS Series P1 - P2 - PS - G
with B1 REELS
width 150mm - MAX Ø 155mm.

Total weight: 22 Kg. approx. (without reel)
Power supply: single-phase + earth 
Power voltage: 220 V ± 10%
Power frequency: 50 Hz
OVERALL DIMENSIONS mm:

MINIMUM DIMENSIONS OF WORKTABLE mm:
A: 414  B: 207  C: 366  E: 495  L: 620

F: 195  G: 275
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Format and Film reel used:
CONTAINERS Series P1 - P2 - PS - G - HS
with B1 REELS
width 150mm - MAX Ø 155mm.

Total weight: 25 Kg. approx. (without reel)
Power supply: single-phase + earth 
Power voltage: 220 V ± 10%
Power frequency: 50 Hz
OVERALL DIMENSIONS mm:

MINIMUM DIMENSIONS OF WORKTABLE mm:
A: 415  B: 207  C: 401  E: 520  L: 675

F: 215  G: 270  N: 67  P: 337
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DATA SHEET

DATA SHEET FILM REEL B1 + FILM REEL B225

FILM REEL B1

FILM REEL B1DATA SHEET

ATTENZIONE!

NON METTERE

LE MANI ALL’IN
TERNO

SUPERFICI CALDE

ATTENZIONE!!

APRIRE COMPLETAMENTE IL CASSETTO PER IL CORRETTO FUNZIONAMENTO

ATTENZIONE!

ABBASSARE LA LEVA SOLO CON IL CASSETTO COMPLETAMENTE CHIUSO

IMPUGNARE IL CASSETTO NELLA PARTE INFERIORE COME IN FIGURA


